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REVISION NOTES DATE

1. INITIAL RELEASE.

DIRECT THERMAL ATTACHMENT TO THE TOP SURFACE OF THE RF MODULE
IS THE PREFERRED MOUNTING METHOD.

POWER AND CONTROL I/O CONNECTION IS A DUAL ROW, 30 POSITION
SAMTEC TFM CONNECTOR, SAMTEC P/N TFM-115-01-L-D-RA. MATING
CONNECTOR OPTIONS (AVAILABLE THROUGH SAMTEC AND CERTAIN 
ELECTRONIC COMPONENT DISTRIBUTORS) ARE:
   
   1) DISCRETE WIRE DUAL ROW CRIMP HOUSINGS (SAMTEC SFSD
      OR SFSDT SERIES). SEE SAMTEC DATASHEETS FOR AVAILABLE
      OPTIONS.

DIMENSION IN INCHES [MILLIMETERS]

TOP SURFACE

M3 x 0.5 THREADED HOLE
0.16 [4.1] DEEP
6 PLACE ON SURFACE

M3x0.5 THREADED HOLE
0.16 [4.1] DEEP

2 PLACES ON SURFACE
2 ON OPP SURFACE

M3x0.5 THREADED HOLE
0.16 [4.1] DEEP

4 PLACES ON SURFACE
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